
D0 Part Name Convention for Production 
 
This document summarizes D0 part names for production and the associated output file 
name conventions to be used by CMM operators surveying the objects. 
 
Sensors: 

ID format: Ln-xxxx (e.g. L2-0128)  
CMM data file name: D0-Sensor-Ln-xxxx.txt 

n=layer (0, 1 or 2) and xxxx is a 4-digit ID number 
 

Gangs: 
ID format: gang-xxxx-yyyy (e.g. gang-0011-0128)  
CMM data file name: D0-20cm-gang-xxxx-yyyy.txt 

xxxx and yyyy are the 4-digit sensor ID numbers 
 

Hybrids: 
ID format: mxxx (e.g. 2002 is L2A #002) 
 m = type (0=L0, 1=L1, 2=L2A, 3=L2S) 
CMM data file name: D0-Hybid-Ln-xxx.txt 

n = type (0, 1, 2A or 2S) and xxx is a 3-digit ID number 
 

Modules: 
ID format: mmxxx (same as hybrid name) 

m = type (00=L0, 01=L1, 12=L2A 10-10, 13=L2S 10-10,  
22=L2A 20-20, 23=L2A 20-20) 

CMM data file name: D0-Module-LnAAAA-xxx.txt 
n = type (0, 1, 2A or 2S) and  
xxx is the 3-digit (hybrid) ID number 
AAAA = 1010 or 2020 
 

Staves: 
 ID format: Stave-xxx (e.g. Stave-001) 

CMM file names: D0-Stave-Axial-xxx.txt, D0-Stave-Stereo-xxx.txt 
 xxx is a 3-digit ID, sequentially assigned in production 

 


