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Cylinder Fabrication Procedure

Fabrication of Cylinder Shells

1) Fabricate Inner Cylinder Shell

2) Fabricate Outer Cylinder Shell

3) Fabricate Cylinder Ribs

4) Glue Ribs to Inner Cylinder Shell

5) Spilt Outer Cylinder Shell

6) Glue Outer Cylinder Shell to Ribs

Fabrication of z=0 Bulkhead sandwich

1) Fabricate z=0 outer bulkhead

2) Fabricate z=0 inner bulkhead

3) Fabricate z=0 foam bulkhead

4) Fabricate Bearing Holders

5) Glue Bearings into Holders

6) Glue spacers onto outer Bulkhead

7) Glue Bearing Assemblies onto outer Bulkhead

8) Glue outer bulkhead, Foam and inner bulkhead together

Fabrication of z=600 Bulkhead sandwich

1)  Fabricate z=600 outer bulkhead

2) Fabricate z=600 inner bulkhead

3) Fabricate z=600 foam bulkhead

4) Fabricate Bearing Holders

5) Glue Bearings into Holders

6) Glue spacers onto outer Bulkhead

7) Glue Bearing Assemblies onto outer Bulkhead

8) Glue outer bulkhead, Foam and inner bulkhead together

Fabrication of Reproducible Rings

1) Fabricate Mating Rings

2) Fabricate Ball Seats

3) Glue in Ball Seats and pins

Fabrication of Bulkhead Assembly

1) Glue Reproducible Ring to z=0 bulkhead sandwich 

2) Glue Reproducible Ring to z=600 bulkhead sandwich

Fabrication of Cylinder Assembly

1) Glue z=0 Bulkhead Assembly to Cylinder Shells

2) Glue z=600 Bulkhead Assembly to Cylinder Shells

Fabrication of Extension Cylinder Shells

7) Fabricate Inner Cylinder Shell

8) Fabricate Outer Cylinder Shell

9) Fabricate Cylinder Ribs

10) Glue Ribs to Inner Cylinder Shell

11) Spilt Outer Cylinder Shell

12) Glue Outer Cylinder Shell to Ribs

Fabrication of z=800  Bulkhead sandwich

9) Fabricate z=800 outer bulkhead

10) Fabricate z=800 foam bulkhead

11) Glue outer bulkhead and Foam bulkhead together

Fabrication of Reproducible Rings

4) Fabricate Mating Rings

5) Fabricate Ball Seats

6) Glue in Ball Seats and pins

Fabrication of Bulkhead Assembly

3) Glue Reproducible Ring to z=800 bulkhead sandwich 

Fabrication of extension Cylinder Assembly

3) Glue z=600 Ring to Cylinder Shells

4) Glue z=800 Bulkhead Assembly to Cylinder Shells

