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Technical details Power Supplies

Rated mains input range [106—-230VAC £ 15% (90 265VAC)

Rated input current Sinusoidal 16A for suffix H input, 32A for suffix K input
Inrush current: limited to rated input current (cold unit)

Input fuse; external, internal on special request

Isolation Inp.-outp. CE EN 60950, ISO 380, VDE 0805, UL 1950, C22.2.950

Possible DC output power according to 92—265VAC: H for 1000—-<3000W, K for 2000—<6000W
H input outfitted with pluggable power cord (3*1, Smm?) for 16A nominal
6U power box with K input equipped with 2m fixed power cord for input current up to 32A nominal

Available modules min. to max. .range peak output/module

Type MEH 2-7,0V 115A/550W

Type MEH 7-16V 46A/550W

Type MEH 12-30V 23A/550W

Type MEH 30— 60V 13,5A/650W

Type MDH 2-7,0V () 30A210W (420W)

Type MDH 7—- 16V (£) 23A7250W (500W)

Type MDL 724V (£) 11,5A/275W (550W)

Regulation

static: MEH 550W/650W <15mV (100 % load, + full mains range)
MDH (20A): <0,05% (=100% load, + full mains range)

MDL/MDH <0,1% (+100% load, + full mains range)




